
POLYCARBONATE TUBE
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8030

PRODUCT CODE:

STOCK I.D. O.D. WALL LBS./FT.
NUMBER INCHES INCHES INCHES APPROX.

8030 0125 0250 1/8 1/4 1/16 0.020 
8030 0250 0375 1/4 3/8 1/16 0.032
8030 0250 0500 1/4 1/2 1/8 0.080
8030 0375 0500 3/8 1/2 1/16 0.045
8030 0375 0625 3/8 5/8 1/8 0.107
8030 0500 0625 1/2 5/8 1/16 0.057
8030 0500 0750 1/2 3/4 1/8 0.134
8030 0625 0750 5/8 3/4 1/16 0.070
8030 0625 0875 5/8 7/8 1/16 0.154
8030 0750 0875 3/4 7/8 1/16 0.083
8030 0750 1000 3/4 1 1/8 0.179
8030 0875 1000 7/8 1 1/16 0.096
8030 1000 1125 1 1-1/8 1/16 0.109
8030 1000 1250 1 1-1/4 1/8 0.230
8030 1125 1250 1-1/8 1-1/4 1/16 0.121
8030 1250 1500 1-1/4 1-1/2 1/8 0.281
8030 1375 1500 1-3/8 1-1/2 1/16 0.147
8030 1500 1625 1-1/2 1-5/8 1/16 0.167
8030 1500 1750 1-1/2 1-3/4 1/8 0.332
8030 1625 1750 1-5/8 1-3/4 1/16 0.172
8030 1750 2000 1-3/4 2 1/8 0.383
8030 1875 2000 1-7/8 2 1/16 0.200
8030 2000 2250 2 2-1/4 1/8 0.434
8030 2125 2250 2-1/8 2-1/4 1/16 0.224
8030 2250 2500 2-1/4 2-1/2 1/8 0.485
8030 2375 2500 2-3/8 2-1/2 1/16 0.249
8030 2500 2750 2-1/2 2-3/4 1/8 0.536
8030 2625 2750 2-5/8 2-3/4 1/16 0.275
8030 2750 3000 2-3/4 3 1/8 0.587
8030 2875 3000 2-7/8 3 1/16 0.300
8030 3000 3250 3 3-1/4 1/8 0.639
8030 3500 4000 3-1/2 4 1/4 1.537
8030 3750 4000 3-3/4 4 1/8 0.792

• Sold in standard lengths only. Non-standard lengths available. Subject to minimum order requirements.
• Tolerances: Up to 1”— +/-0.015”

1-1/8” to 1-1/2” — +/- 0.020”
1-5/8” to 2-1/4” — +/- 0.025”
Over 2-1/4” — Plus, +/- 0.030”

• Tolerances apply to both I.D. and O.D. dimensions.

TYPICAL 
APPLICATIONS

• Lighting

• Bird feeders

• Sight glasses

COLOUR: CLEAR STANDARD LENGTH: 8 FEET

High impact strength.

Excellent high temperature resistance.

Excellent fire rating. 

Easily machinable.

Can be produced to meet 
FDA requirements. 

Transparent.

Good electrical insulation.

PROPERTIES

7 3 93 24
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