
PETG — glycol modified polyethylene
terephthalate.

Easily thermoformed with fast cycle time  
at low forming temperatures.

Clarity.

Die cuts and punches easily.

Virtually odourless.

Printable.

UL 94 HB flammability rating.

Not recommended for outdoor 
applications unless UV stabilized.

High impact resistance.

Gamma radiation stable.

FDA approved.

PROPERTIES
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COPOLYESTER SHEET VIVAK® 2610

PRODUCT CODE:

STOCK THICKNESS LBS/SHEET
NUMBER INCHES APPROX.

2610 0020 4896 0.020 4.3
2610 0030 4896 0.030 6.4
2610 0040 4896 0.040 8.5
2610 0060 4896 0.060 12.8
2610 0080 4896 0.080 17.0
2610 0100 4896 0.100 21.4
2610 0118 4896 0.118 25.6
2610 0177 4896 0.177 37.7
2610 0236 4896 0.236 51.2
2610 0375 4896 0.375 75.4
2610 0500 4896 0.500 102.4

TYPICAL 
APPLICATIONS

• Point of 

purchase displays

• Machine guards

• Medical fixtures

• Tote boxes for 

electrical 

components

• Prosthetic and

orthopaedic 

devices
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• Tolerance: Thickness +/-10%
Length -0/+1/2”
Width -0/+1”

• Polyfilm masked both sides.
• Custom colours and other sheet sizes available.
• Inquire about our cut to size abilities.
• UV Stabilized sheets available.

COLOUR: CLEAR SHEET SIZE: 48”X 96”
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