Johnston industrial plastics

PRODUCT CODE:

ERTALYTE® SHEET

ERTALYTE NATURAL COLOUR: AWigIRp= (WA 247X 48” 7900

ERTALYTE TX ofe]NelV3E | IGHT GREY IAWIIsRIZHY 247X 39.47 7910
NATURAL LBS./ T LBS./
STOCK  |THICKNESS| SQ.FT. STOCK  |THICKNESS| SQ.FT.
NUMBER | INCHES |APPROX.| NUMBER | INCHES |APPROX.|[al®l=i=iqlI=s]
7900 0250 2448 1/4 1.97 791002502439  1/4 2.04
7900 03752448 3/8 2.92 791003752439  3/8 3.01 Polyethylene terephthalate (PET).
7900 0500 2448/  1/2 3.86 |7910 0500 2439  1/2 3.98 High strength and rigidity.
7900 0625 2448/  5/8 4.80 |791007502439  3/4 5.91
7900 0750 2448/  3/4 5.74 7910 1000 2439 1 7.85 Low moisture absorption.
7900 1000 2448 1 7.62  |791015002439  1-1/2 11.73 ) o
7900 1250 2448 1-1/4 9.50 791020002439 2 1561 || Produced from resin which is approved
7900 1500 2448  1-1/2 | 11.38 ' '
7900 1750 2448 1-3/4 13.26 for use in contact with food.
7900 2000 2448 2 15.14 Excellent dimensional stability.
7900 2250 2448|  2-1/4 | 17.11 _ . o _ TYPICAL
7900 2250 2448  2-1/2 18.99 Supe.rlor resistance to acidic and chlorinated APPLICATIONS
7900 3000 2448 3 22.75 solutions compared to nylon and acetal.
7900 3500 2448  3-1/2 | 26.79 ) )
7900 4000 2448 4 30.55 Good abrasion resistance. » Food contact
- Tolerances: Thickness 1/4” to 2”  — +0.0257/-0.000" Ertalyte TX is internally lubricated and has o
2-1/4” t0 3” — +0.050""/-0.000” enhanced wear properties * Insulators
Over 3” — oversize  Valve parts
Wwidth  +0.5007/-0.000” - Bearings

Length  +1.50”/-0.000”.
« Available in black.
« Inquire about our cut to size abilities.

ERTALYTE® NATURAL

* Seals

ERTALYTE NATURAL (ofe]NelvIEy \WHITE
ERTALYTE TX (ofe]NelVIE | IGHT GREY
NATURAL X
STOCK STOCK DIAMETER LBS./FT.
NUMBER NUMBER INCHES APPROX. FROIEEMES
7920 00500 7921 0500 1/2 0.12
7920 00625 7921 0625 5/8 019 Polyethylene terephthalate (PET).
7920 00750 7921 0750 3/4 0.27 ; il
7920 01000 7921 1000 1 0.48 High strength and rigidity.
7920 01125 | -oeeeoeo 1-1/8 0.61 Low moisture absorption.
7920 01250 7921 1250 1-1/4 0.75
7920 01375 | e 1-3/8 0.91 Produced from resin which is approved
7920 01500 7921 1500 1-1/2 1.08
7920 01625 |  -----meeeee- 1-5/8 1.27 for use in contact with food.
7920 02000 7921 2000 2 1.92
7920 02500 7921 2500 2-1/2 3.01 Excellent dimensional stability. TYPICAL
7920 02750 | -eeeeeeeee- 2-3/4 3.68 ) ) N )
7920 03000 7921 3000 3 4.58 Superior resistance to acidic and chlorinated APPLICATIONS
7920 03500 7921 3500 3-1/2 6.20 solutions compared to nylon and acetal.
7920 04000 7921 4000 4 8.03  Food contact
7920 04500 4-1/2 10.11 Good abrasion resistance.
7920 05000 5 12.58 parts
7920 06000 6 17.97 Ertalyte TX is internally lubricated and has « Bushings
7920 07000 7 23.47 enhanced wear properties
prop : - Rollers
= Tolerances:  Up to 1~ — +0.003”/-0.000” - Bearings
Over 17 — 27 — +0.005”/-0.000 - Valve parts
Over 2”7 — 2-3/4” — +0.015°/-0.000” P
Over 2-3/4 — +0.2507/-0.000

« Available in black.
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