Johnston industrial plastics

PRODUCT CODE:

HIGH DENSITY POLYETHYLENE ROD 5120

(ole]NelUIsE) NATURAL BLAWNDLGINESNERlzHY 8 FEET;, OVER 6” DIA.: 6 FEET

STOCK | DIAMETER| LBS./FT. STOCK | DIAMETER | LBS./FT. |ereparerememrers
NUMBER | INCHES |APPROX. || NUMBER | INCHES |APPROX.

5120 00250 1/4 0.020 5120 02750 | 2-3/4 2.46 Very good impact resistance.

5120 00375 3/8 0.046 5120 03000 3 2.93

5120 00500 1/2 0.081 5120 03500 |  3-1/2 3.98 Lightweight.

5120 00625 5/8 0.127 5120 04000 4 5.20 ) :

5120 00750|  3/4 0.183 5120 04500 |  4-1/2 6.58 Low moisture absorption.

5120 00875 7/8 0.249 5120 05000 5 8.13 High tensile strength.

5120 01000 1 0.325 5120 05500 |  5-1/2 9.83

512001125  1-1/8 0.411 5120 06000 6 11.70 Non-toxic. TYPICAL

5120 01250,  1-1/4 0.508 5120 07000 7 15.93 ) :

5120 01500  1-1/2 0.731 5120 08000 8 20.80 Easily machined. ARICAUCAS

512001750,  1-3/4 1.00 5120 09000 9 26.33

5120 02000 2 1.30 5120 10000 10 32.50 * Rollers

5120 02225  2-1/4 1.65 5120 11000 11 39.33 « Nuclear

5120 02500  2-1/2 2.03 5120 12000 12 46.80 measuring
« All diameters are oversized, suitable to finish to diameters listed. equipment
= Colours other than natural available. * Food processing
= Larger sizes available. machinery

» Packaging
equipment

POLYETHYLENE WELDING ROD

LOW DENSITY- (o{e]RelVlp NATURAL
HIGH DENSITY (o{o]NelVl) SEE BELOW

STOCK DIAMETER FT./LB.
NUMBER INCHES COLOUR APPROX. RO
5024 125 18 NATURAL 200 Easily welded using hot air or inert gas.
5024 156 5/32 NATURAL 130
5024 187 3/16 NATURAL 90
STOCK DIAMETER FT./LB.
NUMBER INCHES COLOUR APPROX.
5124 125 1/8 NATURAL 198
5124 156 5/32 NATURAL 127
5124 187 3/16 NATURAL 87 TYPICAL
5124 125 05 18 BLACK 198 APPLICATIONS
5124 156 05 5/32 BLACK 127
5124 187 05 3/16 BLACK 87 * Tanks

* Flanges
* Repairs

= Standard size: 10Ib. coil.
* Available in 48” length.
« For welding tools and accessories see page 90.
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