
High wear and abrasion resistance.

Ease of fabrication.

Noise dampening characteristics.

Direct food contact (6/6).

Low coefficient of friction.

Resilience and impact resistance.

Non-abrasive to other materials.

PROPERTIES

PRODUCT CODE:

4120
NYLON ROD (GS AND 6/6)

TYPICAL 
APPLICATIONS

• Rollers

• Gears

• Bearings

• Bushings

• Insulators

• Thrust washers
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NYLATRON GS® ROD COLOUR: GREY STANDARD LENGTH: 8 FEET

4220NYLON TYPE 6/6 ROD (JAYTRON 6/6) COLOUR: NATURAL (CREAM) STANDARD LENGTH: 8 FEET

• Larger rods available on request.
• Intermediate sizes supplied by centreless grinding standard diameter.
• Square rods from 1/4” to 1”.
• Hexagonal rods in 1/16” increments from 3/16” to 1”.
• Tolerances:  1/16” to 1” diameter — + or - .0.001”

1-1/8” to 2” diameter — + 0.005”, - 0.000”
2” to 3” diameter — + 0.015, - 0.000”.

• Military specifications: Nylon type 6/6 rod is produced to meet LP-410A.

NYLATRON GS JAYTRON 6/6
STOCK STOCK DIAMETER LBS./FT.

NUMBER NUMBER INCHES APPROX. 

— 4220 0062 1/16 0.015
— 4220 0093 3/32 0.034
— 4220 0125 1/8 0.0061

4120 0187 4220 0187 3/16 0.0138
4120 0250 4220 0250 1/4 0.0244
4120 0312 4220 0312 5/16 0.0380
4120 0375 4220 0375 3/8 0.0550
4120 0437 4220 0437 7/16 0.0750
4120 0500 4220 0500 1/2 0.098
4120 0562 4220 0562 9/16 0.124
4120 0625 4220 0625 5/8 0.152
4120 0750 4220 0750 3/4 0.218
4120 0875 4220 0875 7/8 0.297
4120 1000 4220 1000 1 0.388
4120 1125 4220 1125 1-1/8 0.490
4120 1250 4220 1250 1-1/4 0.610
4120 1375 4220 1375 1-3/8 0.740
4120 1500 4220 1500 1-1/2 0.880
4120 1625 4220 1625 1-5/8 1.030
4120 1750 4220 1750 1-3/4 1.194
4120 1875 4220 1875 1-7/8 1.371
4120 2000 4220 2000 2 1.560

— 4220 2250 2-1/4 1.974
— 4220 2500 2-1/2 2.437
— 4220 3000 3 3.510
— 4020 4000 4 6.240
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