
Wear resistance.

Low coefficient of friction.

High tensile strength.

Excellent impact resistance.

High heat distortion temperature.

High fatigue resistance.

Easy machining.

Corrosion resistant.

Lightweight.

PROPERTIES

PRODUCT CODE:

NYLON SHEET (TYPE 6 CAST)

TYPICAL 
APPLICATIONS

• Bearings

• Gears

• Tooling fixtures

• Wear parts

• Liners

• Guides
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COLOUR: NATURAL

NOMINAL ACTUAL
STOCK THICKNESS THICKNESS LBS./SQ.FT. KG/SQ.M

NUMBER INCHES INCHES MM APPROX. APPROX.
4010 0250 4997 1/4 0.250 6.35 1.45 7.08
4010 0375 4997 3/8 0.393 10.0 2.31 11.32
4010 0500 4997 1/2 0.511 12.0 3.00 14.70
4010 0625 4997 5/8 0.629 16.0 3.70 18.12
4010 0750 4997 3/4 0.787 20.0 4.63 22.68
4010 1000 4997 1 0.984 25.0 5.79 28.35
4010 1250 4997 1-1/4 1.181 30.0 6.94 34.03
4010 1500 4997 1-1/2 1.574 40.0 9.26 45.35
4010 2000 4997 2 1.968 50.0 11.57 56.70
4010 2250 4997 2-1/4 2.240 57.0 13.19 64.64
4010 2500 4997 2-1/2 2.559 65.0 15.05 73.7
4010 3000 4997 3 3.149 80.0 18.52 90.7
4010 4000 4997 4 3.937 100.0 23.15 113.4

• Sheet size: Up to 2” — 49”x 97”
Over 2” — 24”x 48”.  Available in 49”x 97”.

• Tolerances: 6.35mm - 10mm +1.5mm, +0.2mm
12mm - 25mm +1.5mm, +0.3mm
30mm - 50mm +2.5mm, +0.5mm
55mm - 60mm +3.5mm, +0.5mm
70mm - 100mm +5.0mm, +0.5mm

• Inquire about our cut to size abilities.
• Type 6 NYLON is a general purpose nylon.  It meets or exceeds specifications MIL-M206 93A and LP410A.
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