
Wear resistance.

Low coefficient of friction.

High tensile strength.

Excellent impact resistance.

High heat distortion temperature. 

Excellent vibration, peening resistance.

High fatigue resistance.

Easy machining.

Corrosion resistant.

Lightweight.

Direct food contact*.

PROPERTIES

PRODUCT CODE:

4525
CAST NYLON TUBULAR BAR

TYPICAL 
APPLICATIONS

• Bearings

• Bushings 

• Valve seats

• Thrust washers

• Back up rings
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NYLATRON GSM® COLOUR: GREY

MC 901® COLOUR: BLUE

4325

MC901® NYLATRON GSM®

STOCK STOCK O.D. I.D.
NUMBER NUMBER INCHES INCHES

4525 02000 01000 4325 02000 01000 2 1
4525 02000 01125 4325 02000 01125 2 1-1/8
4525 02000 01250 4325 02000 01250 2 1-1/4
4525 02250 01000 4325 02250 01000 2-1/4 1
4525 02250 01250 4325 02250 01250 2-1/4 1-1/4
4525 02250 01500 4325 02250 01500 2-1/4 1-1/2
4525 02500 01000 4325 02500 01000 2-1/2 1
4525 02500 01500 4325 02500 01500 2-1/2 1-1/2
4525 02500 01750 4325 02500 01750 2-1/2 1-3/4
4525 02750 01250 4325 02750 01250 2-3/4 1-1/4
4525 02750 01750 4325 02750 01750 2-3/4 1-3/4
4525 02750 02000 4325 02750 02000 2-3/4 2
4525 03000 01000 4325 03000 01000 3 1
4525 03000 01500 4325 03000 01500 3 1-1/2
4525 03000 02000 4325 03000 02000 3 2
4525 03000 02250 4325 03000 02250 3 2-1/4
4525 03250 01250 4325 03250 01250 3-1/4 1-1/4
4525 03250 01750 4325 03250 01750 3-1/4 1-3/4
4525 03250 02250 4325 03250 02250 3-1/4 2-1/4
4525 03250 02750 4325 03250 02750 3-1/4 2-3/4
4525 03500 01500 4325 03500 01500 3-1/2 1-1/2
4525 03500 02000 4325 03500 02000 3-1/2 2
4525 03500 02500 4325 03500 02500 3-1/2 2-1/2
4525 03500 02750 4325 03500 02750 3-1/2 2-3/4
4525 03750 01750 4325 03750 01750 3-3/4 1-3/4
4525 03750 02250 4325 03750 02250 3-3/4 2-1/4
4525 03750 02750 4325 03750 02750 3-3/4 2-3/4
4525 03750 03000 4325 03750 03000 3-3/4 3
4525 04000 02000 4325 04000 02000 4 2
4525 04000 02500 4325 04000 02500 4 2-1/2
4525 04000 03000 4325 04000 03000 4 3
4525 04000 03250 4325 04000 03250 4 3-1/4
4525 04250 01250 4325 04250 01250 4-1/4 1-1/4
4525 04250 01500 4325 04250 01500 4-1/4 1-1/2
4525 04250 01750 4325 04250 01750 4-1/4 1-3/4
4525 04250 02000 4325 04250 02000 4-1/4 2
4525 04250 02250 4325 04250 02250 4-1/4 2-1/4
4525 04250 02750 4325 04250 02750 4-1/4 2-3/4
4525 04250 03250 4325 04250 03250 4-1/4 3-1/4
4525 04250 03500 4325 04250 03500 4-1/4 3-1/2
4525 04500 01500 4325 04500 01500 4-1/2 1-1/2
4525 04500 02000 4325 04500 02000 4-1/2 2
4525 04500 02500 4325 04500 02500 4-1/2 2-1/2
4525 04500 03000 4325 04500 03000 4-1/2 3
4525 04500 03500 4325 04500 03500 4-1/2 3-1/2
4525 04500 03750 4325 04500 03750 4-1/2 3-3/4
4525 04750 02000 4325 04750 02000 4-3/4 2
4525 04750 02750 4325 04750 02750 4-3/4 2-3/4
4525 04750 03250 4325 04750 03250 4-3/4 3-1/4
4525 04750 03750 4325 04750 03750 4-3/4 3-3/4
4525 04750 04000 4325 04750 04000 4-3/4 4

STANDARD LENGTH: 26 INCHES

5 3 55 97

*MC 907® Natural only - complies with 
section 177.15000 of Food Additive 
regulations.  USDA approved.
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4325

MC901®  NYLATRON GSM®

STOCK STOCK O.D. I.D.
NUMBER NUMBER INCHES INCHES

4525 05000 02000 4325 05000 02000 5 2
4525 05000 02250 4325 05000 02250 5 2-1/4
4525 05000 02500 4325 05000 02500 5 2-1/2
4525 05000 03000 4325 05000 03000 5 3
4525 05000 03500 4325 05000 03500 5 3-1/2
4525 05000 04000 4325 05000 04000 5 4
4525 05000 04250 4325 05000 04250 5 4-1/4
4525 05250 02000 4325 05250 02000 5-1/4 2
4525 05250 02250 4325 05250 02250 5-1/4 2-1/4
4525 05250 03000 4325 05250 03000 5-1/4 3
4525 05250 03250 4325 05250 03250 5-1/4 3-1/4
4525 05250 03750 4325 05250 03750 5-1/4 3-3/4
4525 05250 04250 4325 05250 04250 5-1/4 4-1/4
4525 05250 04500 4325 05250 04500 5-1/4 4-1/2
4525 05500 01500 4325 05500 01500 5-1/2 1-1/2
4525 05500 02250 4325 05500 02250 5-1/2 2-1/4
4525 05500 03000 4325 05500 03000 5-1/2 3
4525 05500 03500 4325 05500 03500 5-1/2 3-1/2
4525 05500 04000 4325 05500 04000 5-1/2 4
4525 05500 04500 4325 05500 04500 5-1/2 4-1/2
4525 05500 04750 4325 05500 04750 5-1/2 4-3/4
4525 05750 02000 4325 05750 02000 5-3/4 2
4525 05750 02250 4325 05750 02250 5-3/4 2-1/4
4525 05750 02750 4325 05750 02750 5-3/4 2-3/4
4525 05750 03000 4325 05750 03000 5-3/4 3
4525 05750 03750 4325 05750 03750 5-3/4 3-3/4
4525 05750 04250 4325 05750 04250 5-3/4 4-1/4
4525 05750 04750 4325 05750 04750 5-3/4 4-3/4
4525 05750 05000 4325 05750 05000 5-3/4 5
4525 06000 02000 4325 06000 02000 6 2
4525 06000 02500 4325 06000 02500 6 2-1/2
4525 06000 03000 4325 06000 03000 6 3
4525 06000 03500 4325 06000 03500 6 3-1/2
4525 06000 04000 4325 06000 04000 6 4
4525 06000 04500 4325 06000 04500 6 4-1/2
4525 06000 05000 4325 06000 05000 6 5
4525 06000 05250 4325 06000 05250 6 5-1/4

• Diameters ranging up to 59” O.D. and 52” I.D. available on request.
• Much larger sizes are technically feasible. Call for information. Sizes not listed can be quoted on request. Lengths 

longer or shorter than the standard also quoted on request.
• Many tubular bars up to 6” O.D. available in 78” lengths.
• TOLERANCES: Over on O.D. and under on I.D. to machine finish to size. This characteristic allows many sizes to be 

compatible with common metric sizes. Standard length±.50”. The same tolerance will also apply to lengths other
than standard.

• SPECIFICATIONS: Cast Nylon Tubular bars are produced to meet federal specification LP-410A. MC901 NYLON® is a 
general purpose, high strength, monomer cast type 6 Nylon. NYLATRON GSM® is a general purpose, high strength,
monomer cast type 6 Nylon with Molybdenum Disulphide added for greater wear resistance.

NYLATRON NSM® TUBULAR BAR
• Standard length: 26 inches.
• All sizes quoted on request. Sizes range from 2” to 59” on outside diameter and from 1” to 52” on inside diameter.

Larger sizes are also technically feasible.
• NYLATRON NSM® is a self-lubricating type 6 Nylon possessing superior wear-resistant characteristics.
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NYLATRON GSM® COLOUR: GREY

MC 901® COLOUR: BLUE

STANDARD LENGTH: 26 INCHES

*MC 907® Natural only - complies with 
section 177.15000 of Food Additive 
regulations.  USDA approved.
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