Johnston industrial plastics

PRODUCT CODE:
COLOUR: NATURAL
STOCK THICKNESS | LBS./SQ.FT. PROPERTIES
NUMBER INCHES APPROX.
5210 0062 1716 0.30 Homopolymer.
5210 0093 3/32 0.45
5210 0125 1/8 0.60 Rigid.
5210 0187 3/16 0.90 I hemical .
5210 0250 1a 1.20 Excellent chemical resistance.
5210 0375 3/8 1.80 Resists stress cracking.
5210 0500 1/2 2.40 ) )
5210 0625 5/8 3.00 Lightweight. TYPICAL
2318 %gg 314 228 Low moisture absorption. APPLICATIONS
5210 1250 1-1/4 6.00 Good impact resistance.
5210 1500 1-1/2 720 P - Structural tanks
5210 1750 1-3/4 8.40 Good electrical properties. & covers
5210 2000 2 9.60 ; ; - Plating barrels
5210 2250 2-1/4 10.80 Easily fabricated. e
5210 2500 2-1/2 12.00 = Prosthetic
5210 3000 3 15.40 devices

e Ducts & hoods
* Vacuum formed
parts

* Sheet sizes: 48 x 967, 48” x 120, 60 x 120”. Others available.
« Tolerance: +/-10%.
= Inquire about our cut to size abilities.

* Produced from resin which meets ASTM D4101 Group 1, Class 1, Grade 2. = Valve & pump
components

POLYPROPYLENE SHEET

COLOUR: WHITE SHEET SIZE: 487X 96

STOCK THICKNESS |LBS./SHEET

NUMBER INCHES APPROX. =ROLERIIE
5212 0062 4896 1/16 9.4 Homopolymer.
5212 0125 4896 1/8 18.8
5212 0187 4896 3/16 28.2 High gloss finish.
5212 0250 4896 1/4 37.6 . .
5212 0375 4896 3/8 56.4 Excellent chemical resistance.
5212 0500 4896  1/2 75.7 Rigid.
5212 0750 4896 3/4 112.8

Lightweight. TYPICAL

= Available in 60 x 120” APPLICATIONS

= Tolerance: +/- 10%.
= Inquire about our cut to size abilities. Good impact strength.
= Masked one side to protect against scratches. : . :
- Conforms to ASTM D 4101 Group 1, Class 1, Grade 2. Good electrical properties. * Light tables
* Rinse & etch
housing for

electronics

industry

* Fume hoods
 Plating tanks
1] -—

Resists stress cracking.

» Lab tables




